ENVIROTEKT

Short Fiber Geotextile Technical Data

Envirotekt Short Fiber Non woven geotextile is produced by needle punching staple fibers in a random pattern. This manufacturing process ensures
dimensional stability and durability. Made from polyester fibers, the geotextile resists deterioration caused by UV light exposure and remains unaffected
by commonly found soil chemicals. With its commercial grade quality, Envirotekt Non woven needle punched geotextile offers versatile applications in
filtration, stabilization, separation, and drainage. It effectively filters soil particles while providing stabilization for various construction projects.

Specifications Test Method Unit Envirotekt
G5400 series

Index Properties

Ultimate Tensile Strength, MD ASTM D4595 kN/m 5
Ultimate Tensile Strength, TD ASTM D4595 kN/m 5
Tensile Elongation ASTM D4595 Yo 45
Grab Tensile Strength, MD ASTM D4632 N 400
Grab Tensile Strength, TD ASTM D4632 N 350
Grab Elongation ASTM D4632 Yo 45
Trapezoid Tear Strength, MD ASTM D4533 N 150
Trapezoid Tear Strength, TD ASTM D4533 N 150
CBR Puncture Strength ASTM D6241 N 1000
Apparent Opening Size Oso ASTM D4751 mm 0.11
Water Flow Qoo ASTM D4491 L/m3/s 110
Weight ASTM D5261 g/m? 160
Thickness ASTM D31599 mm 11
Roll Width - m 0.6/1/2/4

Roll Length - m 20/100/200



